








 
 
 
 
 1. 20’ 3” – Overall Trailer length (21' 7" with antenna) 
 
 2. 8’ Overall width 
 
 3. 78” deck width 
 

4. I-beam Galvanized steel construction with Diamond plate floor and 14-
gauge steel cross member pedestal supports.  

 
 5. Hitch for 2-inch Hitch ball 
 
 6. Trailer weight – with PR16 antenna assembly 3500 lbs 
 
 7. Tongue weight 400 lbs 
 
 8. Leveling jacks – 4 each 
 
 10. Pedestal mount interface – for AFC Ring Based, trailer mount pedestal 
 
 11.      Max height – 13-ft 2-in. with PR16 antenna (with foldable reflector wings) 
 

12. Running Gear; Double axle, Springs, Wheels, Tires and single-axle Surge  
           Brakes (includes 4 wheels + 1 Spare wheel). 
 
13. Electrical wire harness with Turn Signals, Tail Lights and Brake lights. 

 
14. Hand cranks or motors for elevation & azimuth setting/adjustment (optional). 

 
15. Steel tie down straps for site blocking and anchoring (optional)  
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Reflector P/N  PR2.5-1KR   PR4-1KR  PR6-1KR  PR8-1Kr 
 
Effective aperture 0.76 meter  1.2-meter  1.8-meter  2.4 meter 
 
Reflector type            Prime Focus  Prime Focus   Prime Focus   Prime Focus 
  
Reflector  1 piece   1 piece    1 piece   1 piece  
 
Reflective coating** Zn/Al/Ni  Zn/Al/Ni  Zn/Al/Ni  Zn/Al/Ni 
 
Reflector weight* 25 lbs   40 lbs   80 lbs   150 lbs 
 
focal-length   9.10-inches  14.6-inches  27.4-inches  40-inches 
 
f/d   0.305   0.305   0.381   0.416 
 
Wind Loading  125 mph  125 mph  125 mph  125 mph 
 (Survival – with appropriate pipe mast or pedestal) 
 
Temp range  -51 to +52 C  -51 to +52 C  -51 to +52 C  -51 to + 52 C 
 
Mount Interface 18” diameter  18” diameter  18’ diameter  38.9” diameter 
                                    Bolt circle - 3  Bolt circle – 3  bolt circle – 3  bolt circle – 4  
   eq. spaced bolts eq. spaced bolts     eq. spaced bolts eq. spaced bolts 
 
 
 
* Ultra Lite models with a 40% lower weight are available.   
 
 
**  Zinc, Aluminum or Nickel – depending on frequency 
 
 
 



AFC 1.8 meter antenna - Model PR-6T-1KF Pipe Mount Adaptor - for PR 2.5, 4 and 6 antennas

AFC PR-2.5 antenna & Broadband Log Periodic Feed












